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Section 1: General Information

Standard Equipment — Functional

Item Description

Shock Absorbers Nitrogen pressurized, monotube

Speedometer 140 mph certified calibration in 2 mph increments

Tires P225/60R16 97V — All-season BSW Goodyear Eagle
RSA Plus

Transmission Electronically controlled automatic overdrive (with OD
lockout) with final drive ratio of 3.27:1

Transmission Oil Cooler Shared with power steering cooler

Upper Ball Joints Low friction, non-greaseable

Voltage Regulator Electronic, integral to generator

Wheel Rims Heavy duty steel (16 x 7)

Windows Power with express-down driver window

Windshield Washers Dual jet

Windshield Wipers Interval

Miscellaneous Options

Item Description

Radio Suppression Package (53M) Hood to body (LH/RH)
Engine to dash panel

Engine to frame
Tail pipe to frame (LH/RH)
Decklid to body (LH/RH)

Body to frame rear (LH/RH)

Comfort And Convenience Group (41A) Power driver seat w/ side air bags
Speed control

AM/FM stereo with cassette

Street Appearance Package (60B) Color keyed retail bodyside moldings
Rear applique with color keyed panels

‘‘Crown Victoria’’ badge
Color keyed mirrors

Chrome grille
Chrome fascia inserts

Chrome door handle bezel
Chrome taillamp applique

Wheel covers, full
Not available with Spot lamp options (51A/51Y)

Wiring Prep Package (17D) Lamp pre-wire group (pre-wire for package tray warning
lamps and inner decklid lamp)

Roof wiring, no hole in roof

Spot Lamp Wiring Prep (51B/51Z) Contains wiring, brackets and body preparation for
installation of spot lamp kit purchased from manufacturer

Access hole in A-pillar
Mounting bracket in place
A-pillar moldings trimmed

Wiring & fuse located in standard fuse panel
Door edge reworked and trimmed

Not available with 51A/51Y Spot Lamp or 60B Street
Appearance Package

Driver Side Spot (51A/51Y) Assembly and Dual Spot Includes functioning drivers side spot lamp or drivers and
Assembly passengers side spot lamps (51A/51Y)
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Section 1: General Information

Police Prep Package Options

Description 65A 68P 65W

2 front strobe bulbs and 2 rear strobe bulbs X X X

Alternating headlight flasher X X X

Wiring harness including the following X X X
items:
• 4 strobe cables, shielded and grounded
• Distribution centers located in the glove

box and trunk. 50 amp each. Fused in
engine compartment. Each distribution
center has 5 ground wires and can hold 6
fuses (3 battery and 3 ignition powered).

• Each fuse block can hold 6 fuses (3
battery and 3 ignition powered). 

• 5 glove box battery ground wires.
• 90 amp battery circuit and ground coiled

at base of B-pillar.
• 40 amp battery circuit and ground in trunk

for radio communications. 
• Siren/speaker wiring pre-run to front of

vehicle available at console or trunk.
• Horn/siren relay circuit available at

console or trunk.
• 4 extra circuits pre-run from the engine

compartment to the console. 
• 4 extra circuits pre-run from the console

to the trunk.

Console mounting platform X X

Padded arm rest X X

Center wiring conduit X X

Hidden manual door lock plunger located in X X
door frame

Trunk air circulation fan X X

Permanent rubber tie down strap X X

Dual trunk storage boxes X X

Rear trunk communications service tray X X

Strobe power supply X

Two (2) flashing rear deck LED lights with X
matching interior color housings

Visibility switch panel including 4 position X
slide switch and 4 rocker switches

Lighting relay center for use with visibility X
switch panel — controls up to 8 light bar
functions

65A — Police Prep Package Base, 68P — Police Prep Package Complete, 65W — Visibility
Package

Note: 68P includes everything in 65A. 65W requires that 68P be ordered.

2003 Police Interceptor Modifier Guide 






